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Step 4. Select Network from the pull-down menu and create a new Service as shown.
Step 5. Tap the Details button in step 4 and configure as shown.
Step 6. Tap the Script button in step 5 and configure as shown.

While these screenshots may prove helpful, I have made this process somewhat easier by
providing Connection and Network Palm Databases containing this configuration
information. If you want, you can download these files and install them on your device,
which could save you some frustration (see Resources, below). Once you have obtained
these Palm Databases, you can use the pilot-xfer utility on your Linux machine to install
them on your Palm device like so:

[root@localhost]# pilot-xfer /dev/ttyS1 -i NetworkDB ConnectionDB

You might want to make a backup copy of your original databases before doing this,
however (see the pilot-xfer man page).

Now we are ready to test our configuration. Place your Palm Pilot in the Hot Sync cra-
dle. Tap the Prefs icon and select Network from the pull-down menu. Change your
working directory on your Linux workstation to /etc/ppp, and run the ppplogin script as
root. You can look at your system logfile after running ppplogin to make sure it is run-
ning properly (e.g., tail -f /var/log/messages). The following lines from /var/log/mes-
sages indicate that pppd is waiting for a ppp connection request on /dev/ttyS1:

Apr 30 22:07:02 velocis pppd[2715]: pppd 2.4.0 started by root, uid O

Apr 30 22:07:03 velocis chat[2716]: timeout set to 30 seconds

Apr 30 22:07:03 velocis pppd[2715]: Serial connection established.

Apr 30 22:07:04 velocis pppd[2715]: Using interface ppp0O

Apr 30 22:07:04 velocis pppd[2715]: Connect: ppp0 <—> /dev/ttyS1
Finally, tap the Connect button on your Palm (see step 4, above), and wait a second for
the connection to get established. Provided you have IP Masquerading and your PPP
settings properly configured, you should be able to access remote machines using a tel-
net client, or even a Web browser. You can also use this configuration to test your own
custom network-aware Palm applications.

Establishing a PPP connection between your Palm and Linux workstation is just about
as easy as dialing up your local ISP. There can be a number of benefits in having the
ability to do this as well. The most notable benefit | see, however, is that this configura-
tion, using your Palm Linux workstation and Palm Pilot, can provide a low-cost alterna-
tive to testing your network-aware Palm applications on real devices, without requiring
more expensive wireless modems and service providers.

RFC1661 — http://www.cis.ohio-state.edu/cgi-bin/rfc/rfc1661.html

PPP-HowTo — http://www.linuxdoc.org/HOWTO/PPP-HOWTO/index.html

Pilot-Link — http://pilot-link.sourceforge.net

Palm OS Emulator (POSE) — http://www.palm.com/devzone

Sample Palm Network / Connection Databases —
http://www.trexlabs.com/USENIX/pdbs.tar.gz

Telnet Client for Palm — http://www.mochasoft.dk

Web Browser for Palm — http://www.ilinx.co.jp/en
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